
ORDER DEPARTMENT O F  TRANSPORTATION 
FEDERAL AVIATION ADMINISTRATION 

MEDIUM INTENSITY APPROACH LIGHTING SYSTEM WITH RUNWAY 
SUBJ: ALIGNMENT INDICATOR LIGHTS AND RUNWAY END IDENTIFIER LIGHTS 

1. PURPOSE. Th is  o r d e r  d i r e c t s  t h e  use  of t h e  s t a n d a r d  drawings l i s t e d  i n  
appendix 1 and S p e c i f i c a t i o n  FAA-C-2626a t o  e s t a b l i s h  medium i n t e n s i t y  
approach l i g h t i n g  system w i t h  runway a l ignment  i n d i c a t o r  l i g h t s  (MALSR) and 
runway end i d e n t i f i e r  l i g h t s  (REIL). 

2. DISTRIBUTION. This  o r d e r  i s  d i s t r i b u t e d  t o  t h e  branch l e v e l  i n  Airway 
F a c i l i t i e s  S e r v i c e ;  t o  d i v i s i o n  l e v e l  i n  L o g i s t i c s ,  System Research and 
Development, and A i r  T r a f f i c  s e r v i c e s ,  O f f i c e  of t h e  A s s o c i a t e  
Admin is t ra to r  f o r  A i r p o r t s ,  and t h e  O f f i c e  o f  F l i g h t  Opera t ions  i n  
Washington h e a d q u a r t e r s ;  branch l e v e l  i n  r e g i o n a l  Airway F a c i l i t i e s ,  
A i r p o r t s ,  F l i g h t  S tandards ,  and Air T r a f f i c  d i v i s i o n s ;  t o  t h e  D i r e c t o r ,  FAA 
Technica l  Cen te r  and t h e  A e r o n a u t i c a l  Center .  

3 .  APPLICATION. The drawings con ta ined  i n  appendix 1 s h a l l  be used f o r  
t h e  i n s t a l l a t i o n  o f  MALSR and REIL systems. The a p p l i c a b l e  MALSR systems 
a r e  t y p e s  FA-9995 and FA-9877 manufactured by M u l t i - E l e c t r i c  Manufactur ing,  
Inc . ,  under  C o n t r a c t  DTFA01-80-C-20090 and DTFA79WA-4290. The a p p l i c a b l e  
sequenced f l a s h i n g  l i g h t s  a r e  t y p e s  FA-9985 and FA-9986 w i t h  a mas te r  timer 
t y p e  FA-9989, each  manufactured by ADB-ALNACO, Inc . ,  under  Cont rac t  
DTFAO 1-80-C-20051. 

4 .  DEVIATION FROM STANDARD. No d e v i a t i o n  from t h e  s t a n d a r d  i s  a u t h o r i z e d  
wi thou t  t h e  p r i o r  a p p r o v a l  of t h e  D i r e c t o r ,  Airway F a c i l i t i e s  S e r v i c e .  
Regional  s i t e  a d a p t a t i o n  t o  accommodate t e r r a i n ,  u t i l i t y  c o n s t r u c t i o n ,  
pa rk ing  l o t s ,  a c c e s s  r o a d s ,  and similar d e t a i l s  a r e  a u t h o r i z e d  w i t h o u t  
f u r t h e r  c l e a r a n c e .  Dimensional e r r o r s ,  d i s c r e p a n c i e s ,  o r  s u g g e s t i o n s  f o r  
m o d i f i c a t i o n  o r  a d d i t i o n  of d e t a i l s  should  be brought  t o  t h e  a t t e n t i o n  of  
Chie f ,  Environmental  Systems D i v i s i o n ,  AAF-500. 

5. CORRECTIONS TO STANDARD. C o r r e c t i o n s  t o  t h e  s t a n d a r d  may be  made by 
t h e  D i r e c t o r ,  Airway F a c i l i t i e s  S e r v i c e ,  w i t h o u t  f u r t h e r  r e g i o n a l  o r  
i n t e r s e r v i c e  c o o r d i n a t i o n .  These may i n c l u d e  c o r r e c t i o n s  of d imens iona l  
e r r o r s ,  m i s s p e l l i n g s ,  and m o d i f i c a t i o n ,  a d d i t i o n ,  o r  d e l e t i o n  of d e t a i l s .  

Distribution: A-W(AF) -3 ; A-W(LG/RD/AT/AS/RP/PP/FO) -2 ; Initiated By: A A F - ~ ~ o  
A-x(AF/AS/FS/AT) -3; A-YZ-1 



6 .  DISTRIBUTION OF DRAWINGS. A reproducible  copy of  each drawing i s  being 
forwarded t o  the Aeronaut ical  Center,  At ten t ion:  Chief ,  FAA Depot; t o  t h e  
FAA Technical Center;  each reg ion ,  A t t en t ion :  Chief,  Airway F a c i l i t i e s  
Division. Addi t iona l  copies  may be obtained from the  Adminis t ra t ive  S t a f f ,  
AAF-10, Airway F a c i l i t i e s  Service.  

' GERALD L . THOMPSON 
/ 

,/"" Direc tor ,  Airway F a c i l i t i e s  Serv ice  
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APPENDIX I.  MEDIUM INTENSITY APPROACH LIGHTING SYSTEM WITH RUNWAY 
ALIGNMENT INDICATOR LIGHTS AND RUNWAY END INDENTIFIER LIGHTS 
-- 

Drawing No. 

D-6213-1 

Date - T i t l e  

9/15/81 MALSR with Threshold Lights  and Low 
Impact Res i s t an t  S t ruc tu re  Plan 
and P r o f i l e  View of MALSR 

MALSR with Threshold Lights  and Low 
Impact Res i s t an t  S t ruc tu re  
E l e c t r i c a l  De ta i l s  

MALSR with Threshold Lights  and Low 
Impact Res i s t an t  S t ruc tu re  F lasher  
E l e c t r i c a l  De ta i l s  

MALSR wi th  Threshold Lights  Low 
Impact Res i s t an t  S t ruc tu re  Power 
and Control S t a t i o n  Equipment 
Mounting De ta i l s  

MALSR wi th  Threshold Lights  and Low 
Impact Res i s t an t  S t ruc tu re  
Threshold Light  De ta i l s  

MALSR wi th  Threshold Lights  and Low 
Impact Res i s t an t  S t ruc tu re  
Semi-flush Threshold Lights ,  
D e t a i l s  f o r  Runway Overrun 
I n s t a l l a t i o n  

MALSR wi th  Threshold Lights  and Low 
Impact Res i s t an t  S t ruc tu re  up t o  
6'- 0" Mounting Height Frangib le  
Light  Bar 

MALSR with Threshold Lights  and Low 
Impact Res i s t an t  S t ruc tu re  6' -0" 
t o  40' -0" Mounting Height Steady 
Burning Light  Deta i l s  

MALSR wi th  Threshold Lights  and Low 
Impact Res i s t an t  S t ruc tu re  6' - 0" 
t o  40' -0" Mounting Height F lasher  
Light I n s t a l l a t i o n  &tails 
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Drawing: No. Date - 
9/15/81 

9/17/81 

T i t l e  

MALSR wi th  Threshold Lights  and 
Low Impact Res i s t an t  S t r u c t u r e  
6' -0" t o  40' -0" Mounting 
Height LIR Tower Foundation 
De ta i l s  

MALSR wi th  Threshold Lights  and 
Low Impact Res i s t an t  S t r u c t u r e  
6' -0" t o  4' -0" Mounting Height 
Miscellaneous De ta i l s  

MALSR wi th  Threshold Lights  and 
Law Impact Res i s t an t  S t r u c t u r e  
6' -0" t o  40' -0" Mounting 
Height Underground Conduit 
Sys tern 

MALSR with Threshold Lights  and 
Low Impact Res i s t an t  S t ruc tu re  
6' -0" t o  40' -0" Mounting 
Height S t r u c t u r a l  Erec t ion  and 
De ta i l s  

MALSR wi th  Threshold Lights  and 
Low impact Res i s t an t  S t ruc tu re  
6' -0" t o  40' -0" Mounting 
Height Frangib le  T-Bar andRAIL 
Flasher  Mounting Head 

MALSR with Threshold Lights  and 
Low Impact Res i s t an t  S t ruc tu re  
40' -0" t o  128' -0" Mounting 
Height LIR Wiring 

Runway End I d e n t i f i e r  Lights  
Equipment De ta i l s  

Runway End I d e n t i f i e r  Lights  
I n s t a l l a t i o n  Dera i l s  
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